
Sinds 1990 is Euro-Cold gevestigd aan de Augsburgstraat 29 te Rotterdam Noord-West.  
Vanuit dit industrieterrein naast de rijksweg A13 leveren wij als groothandel materialen ten bate 
van de koeltechniek aan onze afnemers in binnen- en buitenland. Als officieel dealer van diverse 

merken kunnen wij u ‘op maat’ bedienen met de door u gewenste artikelen. 
 
 

Kijk voor meer informatie op www.eurocold.nl of bel ons op 010 - 23 80 540
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Applications
The filters, shown in this leaflet, are designed for 
installation on commercial refrigerating systems and 
on civil and industrial conditioning plants.
Filters series DF2 and series DF3 have been 
developed for specific installations on refrigerating 
systems using HFC refrigerant fluids, particularly 
R134a , R404A , R407C , R410A and R507 mixed with 
POE lubricants. In spite of this, the new block may be 
successfully used also in refrigerating systems using 
the old CFC or HCFC refrigerant fluids, mixed with 
mineral lubricants

Construction
The filter is completely manufactured in steel, either 
with chrome-plated Flare threaded connections. The 
product range also includes types with copper solder 
connections, offering the possibility to solder the 
copper pipe inside the connections (ODS).
The blocks in the filters series DF2 are molded from 
a blend of dehydrating charge, 80% of 3 Å molecular 
sieves and 20 % of activated alumina, and a special 
binding agent in appropriate proportions. The choice 

of blend, molecular sieves – activated alumina, gives 
to the block a very high capacity of acid adsorption also 
maintaining very good dehydrating characteristics.
The blocks in the filters series DF3 are molded 
from a blend of dehydrating charge, totally made 
of 3 Å molecular sieves, and a special binding agent 
in appropriate proportions. The choice of the 3 Å 
molecular sieves, as sole dehydrating material, 
gives to the block a superlative capacity of water 
adsorption also maintaining quite good de-acidifying 
characteristics.
The manufacturing process gives a considerable 
compactness and stoutness to both the products so 
that they are resistant to shocks and abrasions.
 The shape of the block is designed in order to offer 
the maximum possible surface area to the incoming 
fluid. The internal cavity is also positioned in such a 
way as to have a uniform wall thickness. As a result, 
the fluid encounters a constant strength at all points, 
flows linearly through the block, and ensures efficient 
dehydration and minimum charge loss.
The block is chemically inert, not deliquescent, does 
not react with refrigerating fluids, and is capable of 
blocking oil by-products dragged into the circuit.
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Solder connections

Male connections

Male - Female
connections

SOLID CORE FILTER DRIERS - SAE FLARE CONNECTIONS
APPROVED BY UNDERWRITERS LABORATORIES INC.

Part number
International

code
SAE Flare

Connections 

Nominal
volume
[cm³]

Dimensions [mm]
PS

[bar]

TS [°C]
Package

pcs100% molecular 
sieve

80% molecular 
sieve

+ 20% alumina
Ø D L Min Max

DF303/2 DF203/2 032 1/4" 50 42 110

45 (1) -40 +80

25

DF303/3 DF203/3 033 3/8" 50 42 119 25

DF305/2 DF205/2 052 1/4" 80 64 123 25

DF305/3 DF205/3 053 3/8" 80 64 130 25

DF308/2 DF208/2 082 1/4" 130 64 141 25

DF308/3 DF208/3 083 3/8" 130 64 151 25

DF308/4 DF208/4 084 1/2" 130 64 156 25

DF316/2 DF216/2 162 1/4" 250 64 161 15

DF316/3 DF216/3 163 3/8" 250 64 171 15

DF316/4 DF216/4 164 1/2" 250 64 176 15

DF316/5 DF216/5 165 5/8" 250 64 186 15

DF330/3 DF230/3 303 3/8" 500 76 244 10

DF330/4 DF230/4 304 1/2" 500 76 249 10

DF330/5 DF230/5 305 5/8" 500 76 259 10

DF341/4 − 414 1/2" 670 89 254 6

DF341/5 DF241/5 415 5/8" 670 89 264 6

DF341/6 DF241/6 416 3/4" 670 89 274 6

DF303/2F (2) −

−

1/4" 50 42 110 25

DF305/2F (2) − 1/4" 80 64 123 25

DF308/2F (2) − 1/4" 130 64 141 25

DF308/3F (2) − 3/8" 130 64 151 25

DF316/3F (2) − 3/8" 250 64 171 15

Note: (1): MWP = 650 psi according to UL approval (2) : male/female connections (inlet female)

SOLID CORE FILTER DRIERS - SOLDER CONNECTIONS
APPROVED BY UNDERWRITERS LABORATORIES INC.

Part number
International

code

Connections
Nominal
volume
[cm³]

Dimensions [mm]
PS

[bar]

TS [°C]
Package 

pcs
100% 

molecular 
sieve

80% molecular 
sieve

+ 20% alumina

ODS ODM
Ø D L Min Max

Ø [in.] Ø [mm] Ø [in.] Ø [mm]

DF303/2S DF203/2S 032S 1/4" − 3/8" − 50 42 101

45 (1) -40 +80

25

DF303/3S DF203/3S 033S 3/8" − 1/2" − 50 42 103 25

DF305/2S DF205/2S 052S 1/4" − 3/8" − 80 64 112 25

DF305/3S DF205/3S 053S 3/8" − 1/2" − 80 64 116 25

DF305/M10S DF205/M10S − − 10 12 80 64 120 25

DF308/2S DF208/2S 082S 1/4" − 3/8" − 130 64 133 25

DF308/3S DF208/3S 083S 3/8" − 1/2" − 130 64 137 25

DF308/M10S DF208/M10S − − 10 − 12 130 64 141 25

DF308/M12S DF208/M12S − − 12 − 14 130 64 141 25

DF308/4S DF208/4S 084S 1/2" − 5/8" 16 130 64 137 25

DF316/3S DF216/3S 163S 3/8" − 1/2" − 250 64 157 15

DF316/M10S DF216/M10S − − 10 − 12 250 64 161 15

DF316/M12S DF216/M12S − − 12 − 14 250 64 161 15

DF316/4S DF216/4S 164S 1/2" − 5/8" 16 250 64 157 15

DF316/5S DF216/5S 165S 5/8" 16 3/4" − 250 64 163 15

DF316/7S DF216/7S 167S 7/8" − 1.1/8" − 250 64 177 15

DF330/3S DF230/3S 303S 3/8" − 1/2" − 500 76 230 10

DF330/4S DF230/4S 304S 1/2" − 5/8" 16 500 76 230 10

DF330/5S DF230/5S 305S 5/8" 16 3/4" − 500 76 236 10

DF330/7S DF230/7S 307S 7/8" − 1.1/8" − 500 76 250 10

DF330/9S DF230/9S 309S 1.1/8" − 1.3/8" 35 500 76 258 10

DF341/4S − 414S 1/2" − 5/8" 16 670 89 235 6

DF341/5S DF241/5S 415S 5/8" 16 3/4" − 670 89 241 6

DF341/6S DF241/6S 416S 3/4" − 7/8" − 670 89 247 6

DF341/7S DF241/7S 417S 7/8" − 1.1/8" − 670 89 255 6

DF375/4S DF275/4S 754S 1/2" − 5/8" 16 1340 89 373 1

DF375/5S DF275/5S 755S 5/8" 16 3/4" − 1340 89 379 1

DF375/6S DF275/6S 756S 3/4" − 7/8" − 1340 89 385 1

DF375/7S DF275/7S 757S 7/8" − 1.1/8" − 1340 89 393 1

DF375/9S DF275/9S 759S 1.1/8" − 1.3/8" 35 1340 89 401 1

Note: (1): MWP = 650 psi according to UL approval 
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Disegno
Drawing
Dessin

Zeichnung

N° catalogo
Part number
N° catalogue
Katalog Nr.

Codice 
internazionale
International 

code
Code 

international
Internationaler 

code

Attacchi
Connections

Raccords
Anschlüsse

Cubatura
nominale

Nominal volume
Cubature nominale

Nominaler 
rauminhalt

[cm³]

PS 
[bar]

TS [°C] Confezione n° pz
Package pcs
Emballage
VerpackungODS ODM

Ø [in.] Ø [mm] Ø [in.] Ø [mm] min max

4108E/3S 083S 3/8" - 1/2" -

130

52 -40 +80

24

4108E/M10S - - 10 - 12 24

4108E/M12S - - 12 - 14 24

4108E/4S 084S 1/2" - 5/8" 16 24

4116E/M12S - - 12 - 14

250

14

4116E/4S 164S 1/2" - 5/8" 16 14

4116E/5S 165S 5/8" 16 3/4" - 14

Disegno
Drawing
Dessin

Zeichnung

N° catalogo
Part number
N° catalogue
Katalog Nr.

Codice 
internazionale
International 

code
Code 

international
Internationaler 

code

Attacchi
Connections

Raccords
Anschlüsse

Cubatura
nominale

Nominal volume
Cubature nominale

Nominaler 
rauminhalt

[cm³]

PS 
[bar]

TS [°C] Confezione n° pz
Package pcs
Emballage
VerpackungODS ODM

Ø [in.] Ø [mm] Ø [in.] Ø [mm] min max

4303E/2S 032S 1/4" - 3/8" - 50

60 -40 +80

45

4303E/3S 032S 1/4" - 3/8" - 50 45

4305E/2S 053S 3/8" - 1/2" - 80 34

4305E/3S 053S 3/8" - 1/2" - 80 34

4305E/M10S - - 10 - 12 80 34

FILTRI DISIDRATATORI A CARTUCCIA SOLIDA 100% SETACCIO MOLECOLARE, CON INDICATORE D’UMIDITÀ - ATTACCHI A SALDARE
SOLID CORE FILTER DRIERS 100% MOLECULAR SIEVES, WITH MOISTURE INDICATOR - SOLDER CONNECTIONS
FILTRES DÉSHYDRATEURS AVEC CARTOUCHE SOLIDE 100% TAMIS MOLECULAIR, ET INDICATEUR D’ HUMIDITE - RACCORDS A SOUDER
FILTERTROCKNER  100% MOLEKULARSIEB, MIT FLUESSIGKEITSINDIKATOREN - LÖTANSCHLÜSSE

FILTRI DISIDRATATORI A CARTUCCIA SOLIDA 100% SETACCIO MOLECOLARE
SOLID CORE FILTER DRIERS 100% MOLECULAR SIEVES
FILTRES DÉSHYDRATEURS AVEC CARTOUCHE SOLIDE 100% TAMIS MOLECULAIR
FILTERTROCKNER  MIT 100% MOLEKULARSIEB

CO
 2
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Gerenommeerde merken 

Euro-Cold heeft een ruim assortiment aan 
producten voor de koeltechniek. Wij leveren 

uitsluitend gerenommeerde merken  
waaronder: GEA-Bock, REFFLEX, Castel,  

Frigomec, Johnson Controls, Onda, Doucette en  
GeAn-Bock aggregaten met EC ventilatoren.

Ruime voorraad 

Door inkoop van de juiste  
hoeveelheden en een flink magazijn  

kunnen wij ruime voorraden houden. 
Hierdoor blijven de prijzen uiterst  

concurrerend en is het door u gewenste 
artikel vrijwel altijd direct te leveren.

Specialisatie 

Euro-Cold is gespecialiseerd in het vinden van de 
juiste technische oplossingen.  

Door de jarenlange ervaring op het gebied van de 
koeltechniek en de nauwe samenwerking met de 

diverse fabrikanten kunnen wij een stuk maatwerk 
leveren dat uniek is binnen onze branche.

Zakelijke partner 

Dankzij meer dan 25 jaar ervaring en een uiterst  
realistische visie heeft u in Euro-Cold een zakelijke 
partner met toekomst. Zaken doen is immers meer 

dan het ruilen van een doos met inhoud  
tegen geld. Het leveren van kwaliteit in alle  

opzichten, kunt u niet op toeval laten aankomen.

Euro-Cold BV 
Augsburgstraat 29 
3047AA Rotterdam 
 
010-2380540 
info@eurocold.nl 
www.eurocold.nl


