
Sinds 1990 is Euro-Cold gevestigd aan de Augsburgstraat 29 te Rotterdam Noord-West.  
Vanuit dit industrieterrein naast de rijksweg A13 leveren wij als groothandel materialen ten bate 
van de koeltechniek aan onze afnemers in binnen- en buitenland. Als officieel dealer van diverse 

merken kunnen wij u ‘op maat’ bedienen met de door u gewenste artikelen. 
 
 

Kijk voor meer informatie op www.eurocold.nl of bel ons op 010 - 23 80 540

Castel Kogelafsluiters motorgestuurd

Euro-Cold BV  |  Augsburgstraat 29  |  3047AA Rotterdam  |  010-2380540  |  info@eurocold.nl
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The products, shown in this leaflet, are designed for 
installation on commercial refrigerating systems 
and on civil and industrial conditioning plants.
The valves series:
• 6570 ; 6571 ; 6590 ; 6591
• 6570EL ; 6590EL
• 6570E ; 6590E
• 6577E ; 6597E
• 6578E ; 6598E
may be coupled, with suitable flanged adapter 
separately sold, to the electrical actuators supplied 
by Castel.
The available adapters have the following codes:
9901/X21 ; 9901/X22 ; 9901/X23 ; 9901/X27 ;
9901/X28 ; 9901/X30.
The right matchings of: valve + adapter + actuator are 
shown on the enclosed tables of ball valves. After 
coupling the ball valve to the actuator it is possible a 
remote control on valve opening / closing or a manual 
control, excluding the actuator.
All the electrical actuators can be equipped with 
auxiliary switch units, separately sold.

As above the ball valves arranged for motor-driving, 
are the following ones:

• Series: 6570 ; 6571 ; 6590 ; 6591 with PS = 45 
bar, copper connections equipped, for systems 
with traditional fluids: R134a, R22, R404A , 
R407C, R410A, R507. For specific applications 
with other fluids, please contact Castel Technical 
Department.

• Series: 6570EL ; 6590EL with PS = 60 bar, copper 
connections equipped, for CO2 sub-critical 
systems.

• Series 6570E ; 6590E with PS = 80 bar, copper 
connections equipped, for CO2 trans-critical 
systems, low pressure side and medium pressure 
side.

• Series: 6577E; 6597E with PS = 120 bar, reinforced 
copper connections equipped, for CO2 trans-
critical systems, high pressure side.

• Series: 6578E ; 6598E with PS = 140 bar, stainless 
steel connections equipped, for CO2 trans-critical 
systems, high pressure side
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SERIES  Ball Valves
Part Number

ODS Connections Actuators
Part Number

Voltage
[V]

Frequency 
[Hz]

Auxiliary Switches
Part Number

Adapters
Part NumberØ  [in.] Ø [mm]

6570EL
6590EL

PS = 60 bar

CO2
Refrigerants

6570EL/3 3/8" –

9700/RA2 24 50/60 9750/X01 9901/X30

6570EL/M10 – 10

6570EL/M12 – 12

6570EL/4 1/2" –

6570EL/5 5/8" 16

6570EL/M18 – 18

6570EL/6 3/4" –

6570EL/7 7/8" 22
9700/RA2
9700/RA6

24
230

50/60
50/60

9750/X01
9750/X02

9901/X27
9901/X286570EL/M28 – 28

6570EL/9 1.1/8" –

6590EL/11 1.3/8" 35
9720/RA2
9720/RA6

24
230

50/60
50/60

9750/X02
9750/X02

9901/X23
9901/X236590EL/13 1.5/8" –

6590EL/M42 – 42

6570E
6590E

PS = 80 bar

CO2
Refrigerants

6570E/3 3/8" –

9700/RA2 24 50/60 9750/X01 9901/X30

6570E/M10 – 10

6570E/M12 – 12

6570E/4 1/2" –

6570E/5 5/8" 16

6570E/M18 – 18

6570E/6 3/4" –

6570E/7 7/8" 22
9700/RA2
9700/RA6

24
230

50/60
50/60

9750/X01
9750/X02

9901/X27
9901/X286570E/M28 – 28

6570E/9 1.1/8" –

6590E/11 1.3/8" 35
9720/RA2
9720/RA6

24
230

50/60
50/60

9750/X02
9750/X02

9901/X23
9901/X236590E/13 1.5/8" –

6590E/M42 – 42

6577E
6597E

PS = 120 bar

CO2
Refrigerants

6577E/3 3/8" –

9700/RA2 24 50/60 9750/X01 9901/X30
6577E/4 1/2" –

6577E/5 5/8" 16

6577E/6 3/4" –

6597E/7 7/8" 22 9700/RA2
9700/RA6

24
230

50/60
50/60

9750/X01
9750/X02

9901/X21
9901/X226597E/9 1.1/8" –

6597E/11 1.3/8" 35 9720/RA2
9720/RA6

24
230

50/60
50/60

9750/X02
9750/X02

9901/X23
9901/X236597E/13 1.5/8" –

SERIES Ball Valves
Part Number

W Connections
Ø [mm]

Actuators
Part Number

Voltage
[V]

Frequency 
[Hz]

Auxiliary Switches
Part Number

Adapters
Part Number

6578E
6598E

PS = 140 bar

CO2
Refrigerants

6578E/M10 10

9700/RA2 24 50/60 9750/X01 9901/X30
6578E/M12 12

6578E/M16 16

6578E/M18 18

6598E/M22 22 9700/RA2
9700/RA6

24
230

50/60
50/60

9750/X01
9750/X02

9901/X21
9901/X226598E/M28 28

6598E/M35 33,4 9720/RA2
9720/RA6

24
230

50/60
50/60

9750/X02
9750/X02

9901/X23
9901/X236598E/M42 42,2

SERIES  Ball Valves
Part Number

ODS Connections Actuators
Part Number

Voltage
[V]

Frequency 
[Hz]

Auxiliary Switches
Part Number

Adapters
Part NumberØ  [in.] Ø [mm]

6570-6571
6590-6591

PS = 45 bar

HFC/HFO 
Refrigerants

6570/3 6570/3A 3/8" –

9700/RA2 24 50/60 9750/X01 9901/X30

6570/M10 6570/M10A – 10

6570/M12 6570/M12A – 12

6570/4 6570/4A 1/2" –

6571/5 5/8" 16

6570/M15 6570/M15A – 15

6570/5 6570/5A 5/8" 16

6570/M18 6570/M18A – 18

6570/6 6570/6A 3/4" –

6571/7 7/8" 22

6570/7 6570/7A 7/8" 22

9700/RA2
9700/RA6

24
230

50/60
50/60

9750/X01
9750/X02

9901/X27
9901/X28

6571/M28 – 28

6571/9 1.1/8" –

6570/M28 6570/M28A – 28

6570/9 6570/9A 1.1/8" –

6571/11 1.3/8" 35

6590/11 6590/11A 1.3/8" 35

9720/RA2
9720/RA6

24
230

50/60
50/60

9750/X02
9750/X02

9901/X23
9901/X23

6591/13 1.5/8" –

6591/M42 – 42

6590/13 6590/13A 1.5/8" –

6590/M42 6590/M42A – 42

6591/17 2.1/8" 54
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The products, shown in this leaflet, are designed for 
installation on commercial refrigerating systems 
and on civil and industrial conditioning plants, which 
use the refrigerant fluid R744.
The valves series 6590E, 6597E and 6598E may be 
coupled, with suitable flanged adapter separately 
sold, to specific electrical actuators, always supplied 
by Castel.
After coupling the ball valve to the actuator it is 
possible a remote control on valve opening/closing 
or a manual control, excluding the actuator.
All the electrical actuators can be equipped with 
auxiliary switch units, separately sold.

As above the ball valves arranged for motor-driving, 
introduced by Castel for CO2 systems, are the 
following types:

• Valves series 6590E with PS = 80 bar, copper 
connections equipped, for trans-critical systems 
low pressure side and medium pressure side. 

• Valves series 6597E with PS = 120 bar, reinforced 
copper connections (K65) equipped, for  
trans-critical systems high pressure side. 
 

• Valves series 6598E with PS = 140 bar, stainless 
steel connections equipped, for trans-critical 
systems high pressure side.



Euro-Cold BV | +31 (0)10 2380540 | www.eurocold.nl | info@eurocold.nl

Catalogue Number Angle of 
Rotation

Torque
[Nm]

Running 
Time
[sec]

Voltage
[V]

Frequency
[Hz]

Power
[W]

Ambient
Temperature [°C] Protection 

Degree

min. max.

9700/RA2 (1), (3)
90° 10 60

24
50/60

4,8
-20 +55 IP54

9700/RA6 (1) (4) 230 2,9

9720/RA2 (2) (3)
90° 30 120

24
50/60

2,4
-20 +55 IP54

9720/RA6 (2) (4) 230 3,7

General characteristics actuators

(1) Suitable for valves: 6590E/7; 6590E/M28; 6590E/9; 6597E/7; 6597E/9; 6598E/M22; 6598E/M28
(2) Suitable for valves: 6590E/11; 6590E/13; 6590E/M42; 6597E/11; 6597E/13; 6598E/M35; 6598E/M42
(3) Wiring connections: switching output 2 points (open/closed) or continous output (0 ÷ 10 V)
(4) Wiring connections: switching output 2 points (open/closed)

Catalogue Number Suitable for actuator Contact 
type

Max loading 
[A]

Ambient 
temperature [°C] Protection 

Degree
min. max.

9750/X01 9700/RA2 Double 5 -20 +55 IP54

9750/X02 9700/RA6; 9720/RA2; 9720/RA6 Double 5 -20 +55 IP54

General characteristics auxiliary switch units

Catalogue Number Suitable for valve Suitable for actuator

9901/X21 6590E/7; 6590E/M28; 6590E/9; 6597E/7; 6597E/9; 6598E/M22; 6598E/M28 9700/RA2

9901/X22 6590E/7; 6590E/M28; 6590E/9; 6597E/7; 6597E/9; 6598E/M22; 6598E/M28 9700/RA6 

9901/X23 6590E/11; 6590E/13; 6590E/M42; 6597E/11; 6597E/13; 6598E/M35; 6598E/M42 9720/RA2; 9720/RA6

General characteristics servomotor adapters

General characteristics ball valves 

SERIES 
6590E

Catalogue Number

Connections Ball 
Port Ø     
[mm]

Kv Factor             
[m3/h]

PED Directive

ODS TS [°C] PS 
[bar]

Risk 
CategoryØ [in.] Ø [mm] min. max.

6590E/7 7/8" 22 19 29

-40 +150 80

Art. 3.3
6590E/M28 – 28

25 51
6590E/9 1.1/8" –

6590E/11 1.3/8" 35 32 86

6590E/13 1.5/8" –
38 117 1

6590E/M42 – 42

SERIES 
6597E

6597E/7 7/8" 22 19 29

-40 +150 120
Art. 3.36597E/9 1.1/8" – 25 51

6597E/11 1.3/8" 35 32 86

6597E/13 1.5/8" – 38 117 1

SERIES 
6598E

Catalogue Number

Connections Ball 
Port Ø     
[mm]

Kv Factor             
[m3/h]

PED Directive

w TS [°C] PS 
[bar]

Risk 
CategoryØ [in.] Ø [mm] min. max.

6598E/M22 7/8" 22 19 29

-40 +150 140
Art. 3.36598E/M28 – 28 25 51

6598E/M35 1.5/16” 33,4 32 86

6598E/M42 – 42,2 38 117 1
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The products, shown in this leaflet, are designed for 
installation on commercial refrigerating systems 
and on civil and industrial conditioning plants.
The 3-ways valves series 6690M, 6690EM, 6697EM 
and 6698EM operate as a changeover valve, with the 
inlet in central position and the two outlets in side 
positions. These valves must be coupled directly to 
the electrical actuators supplied in the same package 
of the valve, without the need to use a flanged adapter 
between the two parts.
After coupling it is possible a remote control on valve 
moving or a manual control, excluding the actuator.

All the electrical actuators can be equipped with 
auxiliary switch units, separately sold.

As above mentioned the 3-ways motorized ball valves 
are the following ones:
• Series 6690M with PS = 45 bar, copper connections 

equipped, for systems with traditional fluids: R134a, 
R22, R404A , R407C, R410A, R507. For specific 
applications with other fluids, please contact Castel 
Technical Department. 

• Series 6690EM with PS = 80 bar, copper connections 
equipped, for CO2 trans-critical systems, low 
pressure side and medium pressure side.

• Series 6697EM with PS = 120 bar, reinforced copper 
connections (K65) equipped, for CO2 trans-critical 
systems, high pressure side. 

• Series 6698EM with PS = 140 bar, stainless steel 
connections equipped, for CO2 trans-critical 
systems, high pressure side.
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SERIES
6690M

HFC / HFO

Part number (1)
Connections ODS Torque

[Nm]

Running 
time
[sec]

 Voltage
[V]

Frequency 
[Hz]

Power
[W]

Ball 
port  Ø
[mm]

Kv
[m³/h]

PS
[bar]

TS [°C]

Ø  [in.] Ø [mm] min. max.

6690M/7A2   (2)
7/8" 22 10 60

24
50/60

4,8
19 10,7

45 -40 +150

6690M/7A6   (3) 230 2,9

6690M/M28A2   (2)
– 28 10 60

24
50/60

4,8
24 15,9

6690M/M28A6   (3) 230 2,9

6690M/9A2   (2) 
1.1/8" – 10 60

24
50/60

4,8
24 15,9

6690M/9A6   (3) 230 2,9

6690M/11A2   (2)
1.3/8" 35 30 120

24
50/60

2,4
28 20,3

45 -40 +150

6690M/11A6   (3) 230 3,7

6690M/13A2   (2)
1.5/8" – 30 120

24
50/60

2,4
37 38,5

6690M/13A6   (3) 230 3,7

6690M/M42A2   (2)
– 42 30 120

24
50/60

2,4
37 38,5

6690M/M42A6   (3) 230 3,7

SERIES 
6698EM

Transcritical
CO2
H.P.

Part number (1)
Connections W Torque

[Nm]

Running 
time
[sec]

 Voltage
[V]

Frequency 
[Hz]

Power
[W]

Ball 
port  Ø
[mm]

Kv
[m³/h]

PS
[bar]

TS [°C]

Ø [mm] min. max.

6698EM/M22A2  (2)
22 10 60

24
50/60

4,8
19 10,7

140 -40 +150
6698EM/M22A6  (3) 230 2,9

6698EM/M28A2  (2)
28 10 60

24
50/60

4,8
24 15,9

6698EM/M28A6  (3) 230 2,9

6698EM/M35A2  (2)
33,4 30 120

24
50/60

2,4
28 20,3

140 -40 +150
6698EM/M35A6  (3) 230 3,7

6698EM/M42A2  (2)
42,2 30 120

24
50/60

2,4
37 38,5

6698EM/M42A6  (3) 230 3,7

SERIES
6690EM

Transcritical
CO2

L.P. / M.P

6690EM/7A2   (2)
7/8" 22 10 60

24
50/60

4,8
19 10,7

80 -40 +150

6690EM/7A6   (3) 230 2,9

6690EM/M28A2  (2)
– 28 10 60

24
50/60

4,8
24 15,9

6690EM/M28A6  (3) 230 2,9

6690EM/9A2   (2) 
1.1/8" – 10 60

24
50/60

4,8
24 15,9

6690EM/9A6   (3) 230 2,9

6690EM/11A2   (2)
1.3/8" 35 30 120

24
50/60

2,4
28 20,3

80 -40 +150

6690EM/11A6   (3) 230 3,7

6690EM/13A2   (2)
1.5/8" – 30 120

24
50/60

2,4
37 38,5

6690EM/13A6   (3) 230 3,7

6690EM/M42A2  (2)
– 42 30 120

24
50/60

2,4
37 38,5

6690EM/M42A6  (3) 230 3,7

SERIES
6697EM

Transcritical
CO2
H.P.

6697EM/7A2   (2)
7/8" 22 10 60

24
50/60

4,8
19 10,7

120 -40 +150
6697EM/7A6   (3) 230 2,9

6697EM/9A2   (2) 
1.1/8" – 10 60

24
50/60

4,8
24 15,9

6697EM/9A6   (3) 230 2,9

6697EM/11A2   (2)
1.3/8" 35 30 120

24
50/60

2,4
28 20,3

120 -40 +150
6697EM/11A6   (3) 230 3,7

6697EM/13A2   (2)
1.5/8" – 30 120

24
50/60

2,4
37 38,5

6697EM/13A6   (3) 230 3,7

(1): with actuator and mounting plate

Note (2)
- Degree of protection = IP 54
- Rotation angle = 90°
- Wiring connections : switching output 2 points
  (open/close) or continous output (0 ÷ 10V)

Note (3)
- Degree of protection = IP 54
- Rotation angle = 90°
- Wiring connections : switching output 2 points
  (open/close) 
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Gerenommeerde merken 

Euro-Cold heeft een ruim assortiment aan 
producten voor de koeltechniek. Wij leveren 

uitsluitend gerenommeerde merken  
waaronder: GEA-Bock, REFFLEX, Castel,  

Frigomec, Johnson Controls, Onda, Doucette en  
GeAn-Bock aggregaten met EC ventilatoren.

Ruime voorraad 

Door inkoop van de juiste  
hoeveelheden en een flink magazijn  

kunnen wij ruime voorraden houden. 
Hierdoor blijven de prijzen uiterst  

concurrerend en is het door u gewenste 
artikel vrijwel altijd direct te leveren.

Specialisatie 

Euro-Cold is gespecialiseerd in het vinden van de 
juiste technische oplossingen.  

Door de jarenlange ervaring op het gebied van de 
koeltechniek en de nauwe samenwerking met de 

diverse fabrikanten kunnen wij een stuk maatwerk 
leveren dat uniek is binnen onze branche.

Zakelijke partner 

Dankzij meer dan 25 jaar ervaring en een uiterst  
realistische visie heeft u in Euro-Cold een zakelijke 
partner met toekomst. Zaken doen is immers meer 

dan het ruilen van een doos met inhoud  
tegen geld. Het leveren van kwaliteit in alle  

opzichten, kunt u niet op toeval laten aankomen.

Euro-Cold BV 
Augsburgstraat 29 
3047AA Rotterdam 
 
010-2380540 
info@eurocold.nl 
www.eurocold.nl


